SWATHER HAVUIER

Manufactured by BUQ URtMvfg. Co., Inc.

il ==

Swather Hauler Trailers are Adjustable and Adaptable to
Safely Carry Self Propelled Swathers and Windrowers

Loading Position

Folded Transport Position
Swat her Hauler Fol ded Traln

SPECIFICATION®Model: SW24D and Model: SW28D

Color:

GVWR:

Weight:

Frame:

Dimensions:
Axles:

Suspension:
Brakes:

Wheels:
Tires:

Hitch:

Fenders:
Park Stands:
Lights:

Platforms:

Ramps:
Tie Downs:
Other:

Options:
Optional Colors:

Duo llpf Manufacturing  Authorized Dealer:
Company, Inc.

2810 38th Streetw Columbus, Nebraska 68601
Phone:402-564-8023 w FAX:402-564-5385

Gloss Black, Silver Wheels and White Splash Guards

SW24D - 24,000 Lbs. OR SW28D - 28,000 Lbs., Trailers are Fully D.O.T. Compliant

SW24D - 6,050 Lbs. OR SW28D - 6,500 Lbs.

(2) 100 x 40 Wide Flange Beams with (3) 40 Heavy
Tubular Platform Supports

Folded Transpo-rlitoawad hMdxi2mum Transport Width 15
Length 30660 Overall, Swat her/ Windrower Loading
SW24D - (2) 10,000 Lb. OR SW28D (2) 12,000 Lb.8-Bol t Oi | Bath Hubs with
Swiveling Flange Nuts

SW24D - (4) 5-Leaf, 5,000 Lb. OR SW28D (4) 6-Leaf, 6,000 Lb. Slipper Springs with Equalizers
SW24D-12-1/ 461 /x2 8 EIl ectr i ¢ Br a¥Yo# Safety BreaBawaySystem With Battety2
SW28D-12-1/ 40 x 50 El ectr i c -Woit3akely Breakaway Bysterh with Rattegys , 1 2
(4) Hub Piloted, 17.5 x 6.75 - 8 on 6.5 Silver Color, Solid Plate

SW24D - (4) 215/75R 17.5 LRH Radials 16-Ply, (4,850 Lbs. Cap. Each), Spare Tire Carrier Included
SW28D - (4) 235/75R 17.5 LRH Radials 16-Ply, (6,000 Lbs. Cap. Each), Spare Tire Carrier Included
Gooseneck, Tapered Design, 80 x 40-5Tukbwl ar Fr ame
Coupler and (2) 1/ 206 Safety Chains

14 Gauge Steel, Enclosed with White Splash Guards

(1) 12,000 Lb. Side-Wind, Drop Leg Jack, (4) Adjustable Height Rear Loading Jack Stands

12-Volt, D.O.T. Stop, Turn, Tail, Marker, License Lamps, w/ 7-Way RV Trailer Electrical

Connector and Wiring Enclosed in Steel Conduit or Sealed Electrical Cord

Caster Wheel Platforms: Pat ent Pending Slide Out Type, 450 Xx
Bolt-On Multi Position Caster Wheel Angling Guide/Stops, Locking Pins and Tire Guide Rails.
Accommodates Caster Wheel Width From 108" to 129". Allows Caster Wheels to Spin to the Forward
Travel Position During Unloading.

Drive Wheel Platforms: Fol di ng Type, 300 x 870 with Locking
S|l ide Out, Rol |l er Assisted, 24 1/ 20 x 1020, Tubu
(8) 5/ 80 -Ring Ghain ke D8vin Ldzation

D.O.T. Reflective Conspicuity Tape, HD Rear Bumper, Manual/Document Canister,

Registration Holder, 17 Digit VIN Plate, Annual Federal Trailer Inspection with Inspection
Certificate. Manuf actureros Certificate of Orig
Radi al Spare Tire, Tool Box 180 x 180 x 300 St ai
Ag Green, Ag Red, Ag Yellow and Duo Lift Blue

Toll Free: 1800-243-2583 Trailer Frame
Email: sales@duolift.comw Website: www.duolift.com

7-1-2015
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